
SECURE SOLUTIONS FOR SATELLITE, RF,
IP NETWORKS AND CLOUD SERVICES 

 KEY FEATURES

	• Operate your own local SGS (Satellite 
Ground Station)

	• Revolutionary size - single Pelicase

	• 2-Person deployable with setup in under 
20 mins for Hub and Terminal

	• Increased security and lower latency

	• No breakout to public internet - create 
a secure link between GSAT HUB and 
satellite terminals

	• Dynamically manage satellite terminals 
from the GSAT HUB

	• Supports up to 16 return channels

	• Satellite terminal and network agnostic 

	• 24/7 support available

A cost-effective, 
compact and durable 
SGS solution, allowing 
field operations to 
benefit from the 
flexibility, efficiency, 
and reliability of 
their own local hub 
solution.

deployable satellite ground station
GSAT HUB



Ideal for end users in need of a hub solution in a 
mobile or tactical environment, GSAT Hub packs 
into a single Pelicase and combines with a high-
bandwidth satellite terminal to create a 2-person 
deployable SGS. Offering deployed users the ability 
to self-configure satellite links, allocate bandwidth 
and bring new terminals online.

Supporting up to 16 return channels, the GSAT 
Hub incorporates next generation defense 
line cards, DLC-T (Defence Transmit Line Card) 
and DLC-R (Defence Receive Line Card), adding 
additional layers of security.

PLEASE CONTACT US FOR MORE INFORMATION
GRC, Wyevale Business Park, Hereford, HR4 7BS

Email: info@grcltd.net    Web: www.grcltd.net
Tel: +44 (0) 1432 373800   

TECHNICAL SPECIFICATIONS

DEPLOYED HQ

GSAT HUB

FIELD OPERATIONS

SATCOM ON-THE-MOVE

Deploying the GSAT Hub allows you to operate 
your own SGS (Satellite Ground Station), 
effectively creating a local, closed satellite 
network between the GSAT Hub and users 
operating on the same satellite.

REMOTE LOCATIONS

PHYSICAL SPECIFICATIONS
Weight	 44.5 kg (option dependant)
Dimensions	 99 x 62 x 39 cm (H x W x D)

Operating Temp	 0°C – 60°C

Power	 100 – 240 VAC

LINE CARD SPECIFICATIONS

Model 	 Embedded DLC-T and DLC-R line cards

Symbol Rates 	 Downstream: Up to 45 Msps

	 Upstream: Up to 29 Msps Single 
	 Channel / MCD Composite

Network	 DVB-S2/ACM on the outbound, 
Access Scheme	 Adaptive TDMA on the inbound

Channels	 16

Security	 FIPS 140-2 Level 3 Certified (#3056)  
	 TRANSEC module (E0002268)

LAN Interface	 RJ-45, Cat 5e, 10/100/1000 Mbps  
	 Ethernet

One of the world’s smallest SGS 
(Satellite Ground Station) solutions.
GSAT Hub allows operators in the field the 
flexibility, efficiency and reliability of managing 
their own satellite communications.

DRONE SURVEILLANCE


